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ELECTRICAL DATA

If not otherwise declared, all values are nominal. Changes in design and construction due to technical progress without notice.

arnotec GmbH
Grünhutstraße 7 | D-76187 Karlsruhe

Telefon: +49 721 605710-0
Telefax: +49 721 605710-19

E-Mail: info@koax24.de
www.koax24.de

INNER CONDUCTOR

DIELECTRIC

SHIELD

BRAID

SHEATH 5.40

96 x 0.12

3.60

7 x 0.45 Ø mm ± 0.02

Ø mm ± 0.20

mm ± 0.01

Ø mm ± 0.01

at 20 °C

WC-55 PE

Gas Injected Polyethylene

Aluminium + PES + Aluminium Tape
Coverage 100 %
Tinned Copper
Coverage 79%
Polyethylene
Colour Black

Plain Copper

Impedance 50 Ohm ± 3

Capacitance 75 pF/m ± 5.6

MHz 5 50 200 400 800 1000 1350 1750 2150 3000
dB 1.8 6.8 12.5 17.8 26.0 29.6 34.7 40.0 44.5 53.2

MHz 5 - 30 30 - 470 470 - 1000 1000 - 2150
dB > 22 > 20 > 18 > 18

Attenuations dB/100m

Order number 050119

Structural return loss dB

https://www.koax24.de/shop/article/h-155-wc-55-pe-koaxialkabel-low-loss-d-540-mm-pe-temp-40c-bis-80c-050119.html

